CE8-1 Release Note

	S/W Version
	Date
	Features
	Bug Fix

	
	
	
	

	1.04e01
	04/06/2006
	1. Support AR2313 CPU CE8-1 Generic
	

	1.03e08
	02/07/2006
	1. Remove WPA-PSK in Ad Hoc

2. User can switch back to static IP
	

	1.03e07
	01/19/2006
	
	1. Fix WEP key issue.

	1.03e06
	01/11/2006
	1. Support DHCP client
	

	1.03e05
	11/14/2005
	
	1. Fix ping / remotely program issue

	1.03e04
	7/27/2005
	1. Add a/g/turbo AckTimeOut.
	

	1.03e03
	3/17/2005
	1. Increase RAMDISK Size to 6200

2. For Art tools, we have to have a “rand()” function call in libc.
	

	1.03e02

[Not Released,

only for verification]
	3/16/2005
	1. Downsize library, libc, to 900Kbytes.

2. Support Super A and Super G in GUI.

3. Temporary remove Ad Hoc Mode. 

4. Change wording of ‘WEP mode’ to ‘Security’ in site-survey table.
	1. Can set IP address.

=> Net enough Free memory. (Remove snmpd will work)

2. Change Wireless setting will cause site-survey not work. ( ‘wlanstd’ is wrong)

	1.03e01
	3/1/2005
	1. Add 4 additional Countries.

a. Australia ( 36 )

b. China ( 156 )

c. Hong Kong ( 344 )

d. Thailand ( 764 )

2. No Snmp support because of RAM size limitation.

5. Remove Opmode support, because still has a problem about setting opmode in text configuration.
	1. Increase MAC by 2.

2. Downsize RAMDISK size to 7200

	1.02e19
	07/13/2004
	
	

	1.02e18
	06/02/2004
	
	1. Sync with IO

	1.02e17
	5/6/2004
	
	1. Support all Multicast address

	1.02e16
	05/05/2004
	
	1. Fix Ad Hoc mode cannot join existed IBSS 

	1.02e15
	04/15/2004
	Super AG
	1. Fix Slot time
2. Fix Preamble.
3. Fix ADHOC beacon 
4. Fix ADHOC passive scan/active , join, rejoin.
5. Optimized for MFG operation.

	1.02E+014
	02/26/2003
	Reduce 5 seconds boot time.
	5. Fix Ethernet fail on huge traffic.

6. Fix Centrino reconnection (unstable) issue.

	1.02E+013
	02/04/2003
	
	1. Fix Ethernet MAC mismatch

2. Fix Centrino interop problem



	1.02E+012
	02/04/2003
	
	Improve performance for A/G.

	1.02E+009
	12/18/2003
	3. Fix the problem for Netgear interopbility

4. Add rate control
	1. 

	1.02E+006
	12/03/2003
	5. Ethernet driver enhancement


	2. Turbo mode

3. Regulatory domain

4. Syslog

5. Ping failure

6. Disassociation

7. GUI input checking

	1.02E+003
	11/24/2003
	1. Fix the problem when connecting to a pure g AP 


	

	1.02E+002
	11/21/2003
	1. Fix Ad-hoc crash bug
	

	1.02E+001
	11/18/2003
	1. Built by the new tool-chain crossdev

2. Use Atheros rate control


	

	1.01E+001
	11/04/2003
	1. Change Ethernet driver back (1-port version)

2. Support Ad-hoc mode

3. Fix WEP key bugs

4. Fix site survey bug


	

	1.00e4
	09/29/2003
	1. Change Ethernet driver to support RealTek switch link up/down (2-port version).

2. Add watchdog timeout function (default is disabled).


	

	1.00e3
	09/27/2003
	1. Add WEP-152


	

	1.00e2
	09/19/2003
	1. Fix DHCP client issue.

2. Keep refreshing at the Site Survey page will cause system crash.

3. Current Site Survey cannot find stations with a weak signal.


	

	1.00e1
	09/19/2003
	1. Initial version, first sent to NECAT for evaluation.

2. Site Survey page may cause crash.

3. “Associate” button on the Site Survey page may cause browser fail.

4. Ethernet connected PC couldn’t use DHCP client to get its IP address.
	


